Solare™

Acoustic Double Glazed Partition System
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The Solare™ Acoustic Double Glazed Partfition System offers acoustic performance and elegance.
Wall systems have the option of privacy glass panels when frosted, used with LCD glass or when
blinds are installed within the double glazed walls. Some features include: full height floor to ceiling
applications, faceted or curved configuration opfions, custom graphics and textures, dry jointed

glazed installation (no adhesives), and fully demountable.

Maximum Glazing Panel Width: 60" max. (custom widths available upon request)

Maximum Glazing Panel Height: Full height up to 12 feet

Glazing Available: 3/8'Clear tempered, 7/16" Clear laminated, 1/2" Clear tempered, 9/16" Clear

laminated, Laminated LCD privacy glazing, up to 3/4" glazing is available

Available Glazing Types: Clear Tempered, Low Iron, Laminated, Lunar™ Smart Glass

Standard Frame Finishes Available: Standard RAL 9006 and Clear Anodized. Custom color powder

coating available.

STC Rating: 44

Door Options: Pivot Frameless Glass Doors, Cloud Assisted Sliding Doors, Pocket Sliding Glass Doors,
Timber Swing Doors, Double Glazed Acoustic Swing Doors, Hinged Glass Swing Doors

LEED 2009 (v3) Contributions: MRc3, MRc4, MRc5, MRc7, EQc4.2, EQc8.1 and EQc8.2

LEED (v4) Contributions: MRc1, MRc3, MRc4, MRc8, EQc2, EQc7 and EQc8

This glass system is ideal for interior offices, conference and meeting rooms and atriums.
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