Movare ™
Movable Double Glazed Partition System

DETAIL7,8

7 7

DETAIL T, 5,6 DETAIL 3 DETAIL 4

The Movare Movable Double Glazed Partition System delivers premium features which include
acoustic performance and semi-automatic operation. The system has been laboratory tested
acoustically rated. They are ideal suited for hotels and conference centers, corporate offices,
hospitals, schools, colleges, universities, churches, and sports and leisure facilities. The system also
offers expanding wall jamb manual or automatic, 4" panel thickness, integral blinds - manual or
remote conftrol operation, light weight for acoustic value achieved and no internal door fixings.

Track System: Center or End Fold

Head Track: Exfruded 4"

Glazing Panel Width: 9 3/4" min. - 36" max.

Maximum Glazing Panel Height: Full height up to 13 feet

Glazing Available: 1/4" Glass on each side of unit. Various glazing types available upon request.

Roller Options: Single point, Twin Point and Heavy Duty

Parking Options: Single or Twin tfracks with offset parking, Single or Twin Point parking

Door Integrations: Pivot Glass Doors, Full Height Pass Door, End Panels can be free swing pivot door
access

Standard Frame Finishes Available: Polyester powder coated finish (RAL color choices)

Acoustic Performance: up to 54 dB
Flame Spread: Class O Surface Spread of Flame

LEED 2009 (v3) Contributions: MRc3, MRc4, MRcS, EQc8.1 and EQc8.2
LEED (v4) Contributions: MRc1, MRc3, MRc4, MRc8, EQc2, EQc7 and EQc8
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